
01-040-0331-0 Anleitung 
Scheinwerferschutz BMW R 1150 GS Stahl

Oktober 2004

Lieferumfang:
1 x Scheinwerferschutrz Stahl
2 x Linsenkopfschraube  M5x30
2 x U-Scheibe M5 klein 

Diese Anleitung ist nach unserem derzeitigen Kenntnisstand verfasst. Rechtliche Ansprüche auf Richtigkeit bestehen nicht. Technische Änderungen vorbehalten.

Sehen Sie auch in unserem Katalog oder im Internet unter WWW.TOURATECH.DE.
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Montage:
Entfernen Sie die originalen Befestigungsschrauben der Schweinwerferabdeckung.

Setzen Sie den Scheinwerferschutz über die Lampenmaske und befestigen ihn mit den 
mitgelieferten Schrauben und Unterlegscheiben.

Achtung!!!!

Nicht im Geltungsbereich der STVZO zulässig.
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Installation Instructions 
Headlight Guard Steel Grille R1150GS

Contains:
1 x Headlight guard steel grille R1150GS
2 x dome head screw hex M5x30
2 x Washer M5 small 

These instructions are at our present level of knowledge.  Legal requirements do not exist.  Technical issues subject to change.

Installation:
Remove the original attachment screws of the black plastic headlight side bezel.

Set the headlight guard over the headlight and attach with supplied screws and washers..

Attention!
Grille type headlight guard may not be street legal in some countries/states.  
Check your local laws.
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